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SIZE

uSEd conStructIon SyStEmS
mast section TT-34

Support truss FT-44

outside rafter FT-34

Inside rafter FT-33

StagE mEaSurEmEntS
Inside width overall width Inside depth overall depth clearance Heinght

A B C D E F

8x6 m 
(26,25x19,69ft)

8030mm 
(26,35ft)

10500mm 
(34,45ft)

6030mm 
(19,78ft)

8500mm 
(27,89ft)

7000mm 
(22,97ft)

8567mm 
(28,11ft)

10x8 m 
(32,81x26,25ft)

10030mm 
(32,91ft)

12500mm 
(41,01ft)

8030mm 
(26,35ft)

10500mm 
(34,45ft)

7000mm 
(22,97ft)

8830mm 
(28,97ft)

12x10 m 
(39,37x32,81ft)

12030mm 
(39,47ft)

14500mm 
(47,27ft)

10030mm 
(32,91ft)

12500mm 
(41,01ft)

7000mm 
(22,97ft)

9086mm 
(29,81ft)

SPEcIFIcatIonS
max.dimension 14,5x12,5m (47,6x41,0ft)

max.stage size 12x10m (39,4x32,8ft)

max.clearance 7,0m (23,9ft)

max.height 9,1m (29,8ft)

max.load bearing capacity 3500kg (7716lb)

total weight of construction 2000kg (4409lb)


