
STRAIGHT SEGMENT LENGTHS
CODE LENGTH WEIGHT
GS620-2FT 0.609m 2.00ft 9.8kg 21.60lbs

GS620-4FT 1.219m 4.00ft 19.1kg 42.11lbs

GS620-6FT 1.828m 6.00ft 26.3kg 57.99lbs

GS620-8FT 2.438m 8.00ft 33.6kg 74.08lbs

GS620-10FT 3.048m 10.00ft 40.7kg 89.82lbs

SPECIFICATIONS
TUBES 48x4.5mm (1.89 x 0.18inch)

BRACES 30x3mm (1.2 x 0.12inch)
ALLOY EN-AW 6082 T6

LOADING TABLES
4m 6m 8m 10m 12m 14m 16m

Distrib. Load [kg/m] 1657 837 464 292 198 142 105

Deflection [mm] 4.2 10.8 19.3 30.2 43.6 59.6 78

Point load [kg] 3802 2510 1856 1458 1188 991 839

Deflection [mm] 4.4 9.9 17.7 27.7 40 54.7 71.8

13.12ft 19.68ft 26.24ft 32.81ft 37.37ft 45.93ft 52.49ft
Distrib. Load [lb/ft] 1114 563 312 196 133 95 71

Deflection [inch] 0.2 0.4 0.8 1.2 1.7 2.3 3.1

Point load [lb] 8383 5535 4093 3215 2620 2185 1850

Deflection [inch] 0.2 0.4 0.7 1.1 1.6 2.2 2.8

SIZE IN MILLIMETRS

SPECIFICATIONS 

LOADING TABLES 

4m 6m 8m 10m

Point load [kg] 

Deflection [mm]

Distrib. Load [kg/m]

Deflection [mm]

1752 1117 623 394

5 16 28 44

5054 3350 2491 1971

5 16 28 44

SIZE IN INCHES

Tubes 48x4.5 (1.89 x 0.18 inch)

Braces 30x3mm (1.2 x 0.12 inch)

Alloy EN-AW 6082 T6 (AlMgSi1 T6)
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WWW.TRUSSALUMINIUM.COM

FT31

FTR4030

TT 54

TT 74

Ř35 Ř1,378

Ř50

569

617

6
1
7

5
6
9

3
5
0

4
0
0

240

290

470

520

529

5
2
9

5
2
0

4
7
0

520

529

470

7
1
0

7
6
0

7
6
9

Ř50

11,417

9,449

1
5
,7
4
8

1
3
,7
8
0

2
2
.4

2
4
.3

24.3

22.4

2
0
,8
2
7

3
0
,2
7
6

2
9
,9
2
1

2
7
,9
5
3

20,827

20,472

18,504

20,827

20,472

1
8
,5
0
4

2
0
,4
7
2

18,504

12m

270

64

1621

64

13.12ft 19.68ft 26.24ft

Distrib. Load [lb/ft]
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Point load  [lb]
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1179 751 419 265

0.2 0.63 1.1 1.73
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