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STRAIGHT SEGMENT LENGTHS

SPECIFICATIONS c €

FN24-50 0.5m 1.64ft 2.6kg 5.74lbs

FN24-100 im 3.28ft 3.4kg 7.50lbs

FN24-150 1.5m 4.92ft 5.6kg 12.35Ibs

FN24-200 2m 6.56ft 7.2kg 15.87Ibs

FN24-250 2.5m 8.20ft 8.6kg 18.961bs

FN24-300 3m 9.84ft 10.1kg 22.27lbs

FN24-350 3.5m 11.48ft 11.8kg 26.01lbs

FN24-400 4m 13.12ft 13.2kg 29.10lbs

Distrib. Load [kg/m] 283 188 140 65 35 22

Deflection [mm] 1.9 6.4 10.8 241 42.0 65.0
Point load [kg] 541 369 297 195 142 108
Deflection [mm] 3.0 5.7 9.0 20.4 34.6 54.2
Distrib. Load [Ib/ft] 190.2 126.3 941 43.7 23.5 14.8
Deflection [inch] 0.1 0.3 0.4 1.0 1.7 2.6

Point load [Ib] 1192.7 813.5 654.8 429.9 313.1 238.1
Deflection [inch] 0.1 0.2 0.4 0.8 1.4 2.1
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